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(ii) For batch sampling, fill the sam-
ple medium and record its mean HC 
concentration. 

(6) Record this value as the initial HC 
concentration, xHCinit, and use it to cor-
rect measured values as described in 
§ 1065.660. 

(7) If xHCinit exceeds the greatest of the 
following values, determine the source 
of the contamination and take correc-
tive action, such as purging the system 
during an additional preconditioning 
cycle or replacing contaminated por-
tions: 

(i) 2% of the flow-weighted mean con-
centration expected at the standard. 

(ii) 2% of the flow-weighted mean 
concentration measured during testing. 

(iii) For any compression-ignition en-
gines, any two-stroke spark ignition 
engines, or 4-stroke spark-ignition en-
gines that are less than 19 kW, 2 µmol/ 
mol. 

(8) If corrective action does not re-
solve the deficiency, you may request 
to use the contaminated system as an 
alternate procedure under § 1065.10. 

§ 1065.525 Engine starting, restarting, 
and shutdown. 

(a) Start the engine using one of the 
following methods: 

(1) Start the engine as recommended 
in the owners manual using a produc-
tion starter motor and adequately 
charged battery or a suitable power 
supply. 

(2) Use the dynamometer to start the 
engine. To do this, motor the engine 
within ±25% of its typical in-use crank-
ing speed. Stop cranking within 1 sec-
ond of starting the engine. 

(b) If the engine does not start after 
15 seconds of cranking, stop cranking 
and determine why the engine failed to 
start, unless the owners manual or the 
service-repair manual describes the 
longer cranking time as normal. 

(c) Respond to engine stalling with 
the following steps: 

(1) If the engine stalls during warm- 
up before emission sampling begins, re-
start the engine and continue warm-up. 

(2) If the engine stalls during pre-
conditioning before emission sampling 
begins, restart the engine and restart 
the preconditioning sequence. 

(3) If the engine stalls at any time 
after emission sampling begins for a 

transient test or ramped-modal cycle 
test, the test is void. 

(4) If the engine stalls at any time 
after emission sampling begins for a 
discrete mode in a discrete-mode duty 
cycle test, void the test or perform the 
following steps to continue the test: 

(i) Restart the engine. 
(ii) Use good engineering judgment to 

restart the test sequence using the ap-
propriate steps in § 1065.530(b) 

(iii) Precondition the engine at the 
previous discrete mode for a similar 
amount of time compared with how 
long it was initially run. 

(iv) Advance to the mode at which 
the engine stalled and continue with 
the duty cycle as specified in the 
standard-setting part. 

(v) Complete the remainder of the 
test according to the requirements in 
this subpart. 

(d) Shut down the engine according 
to the manufacturer’s specifications. 

§ 1065.530 Emission test sequence. 
(a) Time the start of testing as fol-

lows: 
(1) Perform one of the following if 

you precondition sampling systems as 
described in § 1065.520(f): 

(i) For cold-start duty cycles, shut 
down the engine. Unless the standard- 
setting part specifies that you may 
only perform a natural engine 
cooldown, you may perform a forced 
engine cooldown. Use good engineering 
judgment to set up systems to send 
cooling air across the engine, to send 
cool oil through the engine lubrication 
system, to remove heat from coolant 
through the engine cooling system, and 
to remove heat from an exhaust 
aftertreatment system. In the case of a 
forced aftertreatment cooldown, good 
engineering judgment would indicate 
that you not start flowing cooling air 
until the aftertreatment system has 
cooled below its catalytic activation 
temperature. For platinum-group 
metal catalysts, this temperature is 
about 200 °C. Once the aftertreatment 
system has naturally cooled below its 
catalytic activation temperature, good 
engineering judgment would indicate 
that you use clean air with a tempera-
ture of at least 15 °C, and direct the air 
through the aftertreatment system in 
the normal direction of exhaust flow. 
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